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Sensor Calibration Services

Part #

Part #

Part #

Description

Description

Description

Single Point, 100 Hz
Calibration, NIST traceable

Frequency Step Calibration
10 - 10,000 Hz, NIST 
traceable

Frequency Sweep 
Calibration 10-10,000 Hz,
NIST Traceable

Frequency Step Calibration
10 - 15,000 Hz, NIST 
traceable

Frequency Sweep 
Calibration 10-15,000 Hz,
NIST Traceable

CA10

CA11

CA12

CA13

CA14

All of CTC’s sensors include a CA10 calibration certificate
We offer no charge annual CA10 recalibration service for all of our sensors 

Please contact a CTC Customer Service Representative for pricing on additional calibration services*

CERTIFICATE OF CALIBRATION
The voltage sensitivity of the transducer under calibration was determined by back to back comparison with the output from a reference grade
accelerometer. The fundamental calibration of the reference accelerometer is traceable to NIST.

Transducer Under Test Manufacturers Specifications

Manufacturer: CTC Nominal Sensitivity: 100 mV/g ± 10.0 %

Model Number: AC102-1A Frequency Response: .5 Hz to 15000 Hz

Serial Number: 105888

Results
    
Measured Sensitivity: 92.17 mV/g at 100 Hz, 1g RMS
    
Bias Voltage: 11.39 V   
    
Date of Calibration: 2008-12-30   

Tested By: Sandra Wolfanger

CA12 

CERTIFICATE OF CALIBRATION
The voltage sensitivity of the transducer under calibration was determined by back to back comparison with the output from a reference grade
accelerometer. The fundamental calibration of the reference accelerometer is traceable to NIST.

Transducer Under Test Manufacturers Specifications

Manufacturer: CTC Nominal Sensitivity: 100 mV/g ± 10.0 %

Model Number: AC102-1A Frequency Response: .5 Hz to 15000 Hz

Serial Number: 105888

Results
    
Measured Sensitivity: 92.17 mV/g at 100 Hz, 1g RMS
    
Bias Voltage: 11.39 V   
    

Date of Calibration: 2008-12-30   

Tested By: Sandra Wolfanger

CA14 

CERTIFICATE OF CALIBRATION
The voltage sensitivity of the transducer under calibration was determined by back to back comparison with the output from a reference grade
accelerometer. The fundamental calibration of the reference accelerometer is traceable to NIST.

Transducer Under Test Manufacturers Specifications

Manufacturer: CTC Nominal Sensitivity: 100 mV/g ± 10.0 %

Model Number: AC102-1A Frequency Response: .5 Hz to 15000 Hz

Serial Number: 105692 sweep

Results
    
Measured Sensitivity: 93.42 mV/g at 100 Hz, 1g RMS
    
Bias Voltage: 11.88 V   
    

Date of Calibration: 2008-12-30   

Tested By: bagbyj

*CTC is unable to calibrate sensors from other manufacturers.
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